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Solid Door

Code Description Size H.W.D. mm

BL1830454SX-4 4 comp std plug 1800.300.450

BL1830455SX-5 5 comp std plug 1800.300.450

BL1830456SX-6 6 comp std plug 1800.300.450

BL1830458SX-8 8 comp std plug 1800.300.450

BL1845454SX-4 4 comp std plug 1800.450.450

BL1845455SX-5 5 comp std plug 1800.450.450

BL1845456SX-6 6 comp std plug 1800.450.450

BL1845458SX-8 8 comp std plug 1800.450.450

Code Description Size H.W.D. mm

BR1830454SX-4 4 comp RCD plug 1800.300.450

BR1830455SX-5 5 comp RCD plug 1800.300.450

BR1830456SX-6 6 comp RCD plug 1800.300.450

BR1830458SX-8 8 comp RCD plug 1800.300.450

BR1845454SX-4 4 comp RCD plug 1800.450.450

BR1845455SX-5 5 comp RCD plug 1800.450.450

BR1845456SX-6 6 comp RCD plug 1800.450.450

BR1845458SX-8 8 comp RCD plug 1800.450.450

Fitted with standard plug Fitted with RCD plug

Perforated Door

Code Description Size H.W.D. mm

BL1830454SX-4 4 comp std plug 1800.300.450

BL1830455SX-5 5 comp std plug 1800.300.450

BL1830456SX-6 6 comp std plug 1800.300.450

BL1830458SX-8 8 comp std plug 1800.300.450

BL1845454SX-4 4 comp std plug 1800.450.450

BL1845455SX-5 5 comp std plug 1800.450.450

BL1845456SX-6 6 comp std plug 1800.450.450

BL1845458SX-8 8 comp std plug 1800.450.450

Code Description Size H.W.D. mm

BR1830454SX-4 4 comp RCD plug 1800.300.450

BR1830455SX-5 5 comp RCD plug 1800.300.450

BR1830456SX-6 6 comp RCD plug 1800.300.450

BR1830458SX-8 8 comp RCD plug 1800.300.450

BR1845454SX-4 4 comp RCD plug 1800.450.450

BR1845455SX-5 5 comp RCD plug 1800.450.450

BR1845456SX-6 6 comp RCD plug 1800.450.450

BR1845458SX-8 8 comp RCD plug 1800.450.450

Fitted with standard plug Fitted with RCD plug
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	 Tool Charging Lockers provide safe and convenient mains charging for handheld 
power tools. Available in a range of designs to suit all requirements, these lockers 
feature both perforated and solid door options, along with a variety of lock types. 
Each unit is CE tested and fully compliant with all EU safety standards.



TOOL CHARGING LOCKERS
USER MANUAL

LOCKER CONSTRUCTION
•	 0.7mm mild steel, pop riveted carcass construction.
•	 Delivered assembled.
•	 Pre-drilled carcass for nesting lockers together.
•	 Fitted with security shelves to prevent any unauthorised access to the below 
	 compartment.
•	 CE marked and tested.
•	 Available in either standard plug or RCD plug socket.
•	 Fitted with standard master cam locks with 2,000 differs.
•	 Available with a solid door with feather-like ventilation or fully perforated doors.
•	 Reaction to Fire Classification EN 13501-1 - documents available.
•	 Doors are attached by pop rivets to the right hand side of the carcass with two butt 

hinges and fitted with 10 disc key operated cam lock, supplied with 2 keys.

PAINT FINISH

•	 Three stage pre-treatment and phosphate coating.
•	 Carcass and doors are finished in a high-quality epoxy polyester full-gloss powder 

coating, oven-cured at 180°C, and incorporating a Germ Guard anti-bacterial additive 
for enhanced hygiene protection.

•	 Carcass powder coated with RAL 7035 Light Grey.

Door Colour Options RAL

Red 3003
Green 6024

Light Blue 5012

Dark Blue 5017

Light Grey 7035

Yellow 1018
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OPERATING CONDITIONS & INSTALLATION
•	 For internal use only, not suitable for external environments.
•	 An RCD adaptor should be used on the basis of an individual risk assessment.
•	 Ensure batteries that are used in the lockers are in good condition and reputable 

charging units.
•	 Do not use damaged batteries or chargers.
•	 Ensure that the installation location remains within a safe ambient temperature range 

suitable for both the locker structure and the internal charging devices (e.g., battery 
packs or power tools).

•	 The product offers both solid-door and perforated-door options. The perforated door 
option allows better airflow and helps dissipate heat generated during charging.

•	 If you choose solid doors, ensure the surrounding area allows sufficient airflow and 
that the internal compartments do not trap excessive heat.

•	 Avoid locating the locker directly adjacent to high-heat equiment or in direct sun (if 
near windows) unless shading/ventilation is provided.

•	 Ensure the environment does not allow excessive moisture, condensation or corrosive 
atmospheres (e.g., near chemical, saline or open water spray environments) that could 
degrade the powder-coat, galvanised steel or electrical components.

•	 Choose a location where the locker is on a stable, level surface and away from  
hazards (forklift traffic, collisions, heavy vibration) to prevent damage.

•	 Ensure doors can open freely, maintenance access is possible, and compartments are 
accessible to users.

•	 Leave clearance around the locker to accommodate heat dissipation, wiring access 
and servicing.

•	 Avoid placing in fire exit routes or blocking ventilation grills.

CLEANING & MAINTENANCE
•	 Clean paint work periodically with warm soapy water or foaming cleaner.
•	 Oil hinges and lock sparingly as required with a light oil (3in1 or similar).
•	 Dry thoroughly to prevent streaks or corrosion spots.
•	 Routinely inspect the lockers for any signs or damage, electrical safety, locks & hinges, 

ventilation and labels. 
•	 Always unplug or isolate power before any cleaning or maintenance.
•	 Check for damaged power cables and replacements should only be made by a  

competent/trained electrician.
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Description Standard/Tests
Cabinet power supply lead (1.5mm minimum) BS6500
Power supply lead to be fitted with a 13A ceramic 
fuse to specification

BS1363/A

Mains power RCD plug to be fitted with a 13A  
ceramic fuse to specification

BS1362

240V 13A socket outlet BS1363
Cabinet internal wiring. Single core flexible insulated 
cables for switchgear and control gear wiring.  
Minimum cable size 2.5mm

BS6231

Cabinet electrical circuit conductors to be wired in 
accordance with specification

BS7671:2018+A2:2022 
Table 51

Cabinet identification label BS7671: 2018+A2:2022 
(717.514)

Earth connection warning notices to be permanently 
fixed in accordance with specification

BS7671: 2018+A2:2022 
(514.13.1 i & ii)

LABEL ALLOCATION

ELECTRICAL COMPONENT SPECIFICATION
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EU DECLARATION OF CONFORMITY
	 In accordance with European Parliament and Council Decision No 768/2008/EC  

Annex III. Declaration is issued under the sole responsibility of the manufacturer.

	 The object of the declaration described above is in conformity with the relevant EU 
harmonisation legislation: 
 
2014/35/EU		  Low Voltage Directive 
2014/30/EU		  Electromagnetic Compatibility (EMC)

	 2011/65/EU		  Restriction on the use of certain hazardous substances (RoHS)

	 References to the relevant harmonised standards used or referenced to the other 
technical specifications in relation to which conformity is declared: 
 
Reference & Date	 Title								        Edition 
 
EN60335-1		  Household and similar electrical  
				    appliances. Safety - General requirements

	 EN61000-6-1		  Electromagnetic compatibility (EMC) -  
				    Part 6-1: Generic standards - Immunity for  
				    residential, commercial and light-industrial  
				    environments.

	 EN 61000-6-3		  Electromagnetic campatibility (EMC) -  
				    Part 6-3: Generic standards - Emission  
				    standard for residential, commercial and  
				    light-industrial environments.

	 EN IEC 63000		  Technical documentation for the  
				    assessment of electrical and electronic  
				    products with respect to the restriction of  
				    hazardous substances.

		� 
�

	 2012/A15:2021

 	 2007

	 2007/ 
A1:2011/
AC:2012

	 2018 
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REPLACEMENT LOCKS & SPARE KEYS

•	 Replacement locks are available from:  QMP Ltd, Timmis Road, Lye, Stourbridge,  
West Midlands, DY9 7BQ.  
Tel: 44 (0) 1384 899800. Website: www.qmp.uk.com. Email: sales@qmp.uk.com

•	 Spare or replacement keys for the lockers are available from: Fast Key Services Ltd, 
Pilot Close, 3 Fulmar Way, Wickford, Essex, SS11 8YW.  
Tel: 01268 562592. Website: www.fastkeys.co.uk. Email: sales@fastkeys.co.uk.

•	 Verify mains power - Ensure the locker is plugged in and the circuit breaker or fuse 
feeding it is not tripped or blown.

•	 No power -  Check that the mains socket is live by testing with another device. If 
power is confirmed at the socket, inspect the plug, cable, and RCD (if fitted) for signs 
of damage or faults. Do not continue use until the issue is resolved by a qualified 
electrician.

•	 Check the plug type -  These units come with options for a standard plug or an RCD 
plug. Confirm you are using the correct configuration.

•	 Inspect ventilation and door type - For perforated-door models, check that airflow 
isn’t blocked (important for charging heat dissipation). For solid-door models, ensure 
there is adequate ambient ventilation.

•	 Check battery/power tool condition - Sometimes what appears to be a locker fault 
is actually a tool or battery issue (e.g., a battery not charging properly outside the 
locker).

•	 Lock and access checks -  Ensure compartments are properly closed/latched; an 
open door or poor lock operation might affect safety features or prevent charging 
from starting.

TROUBLE SHOOTING & GENERAL CHECKS


